CLD410Y-1 Bulldozer

Advantages
1. CLD410Y-1 bulldozer is equipped with a Cummins KTA19-C525 engine for increased power and reliability. 
2. Hydraulic gearshift transmission for easier gear shifts and lower impacts
3. 3-element, single stage, single phase torque converter for increased efficiency and capacity 
4. Newly designed cab for a wide viewing angle. ROPS-FOPS structure for safety. 
5. Three-stage alarm and electronic monitoring system effectively monitors the movement of the machine. 
6. Implement control is piloted for less operating efforts. Hydraulic system effects according to the load feedback to save fuel. 
7. More pleased appearance and improved operating comfort. 
8. New elastic and shock-resistant track frame for increased adhesion force and extended wheel life 
9. Centralized lubrication for easy maintenance 
10. Electric fuel feeder for easy fuel feeding 

Technical Parameters of CLD410Y-1 Bulldozer
	Product model 
	CLD410Y-1 

	Length×Width×Height(mm) 
	9716×4314×3928 

	Operating weight(Kg) 
	49500 

	Diesel engine type 
	Cummins KTA19-C525 

	Rated output(KW) 
	306 

	Max. lift above ground(mm) 
	1620 

	Max. drop below ground(mm) 
	749 

	Track width(mm) 
	610 


